REM Styling Chair Assembly Sheet &22024) Instruction

REM declines all responsibility for any injury to persons or damage to property caused by faulty installation or assembly carried out by non-qualified persons.
NOTE: These are recommended fitting instructions. Please discuss our recommendations with a qualified furniture fitter.

There are 3 types of chair assembly (A, B, and C)
1. You should have received

o (A) Pump with plate fitted or (B) Pump without plate or (C)
Separate Pump with Quadra Base

e (A) Chair top with fixings fitted to underside of chair or (B/C)
Chair top with plate fitted

Pressure / weight required to
secure Chair & Plate to pump.

e (A/B) Base c/w feet or (C) Quadra Base and Pump in separate
box

e (A/B) Pump Fixing kit
2. Unwrap/Unbox the hydraulic pump and base

('FRONT text to front of chair) 3. (A/B) Fit the collar to the pump and fit into the base. Fix together
using the M10 bolt and washer(s) and tighten with the 8mm Allen

'\ﬁfﬁ'late Key.

4.(A) Remove the 4 screws and any spacers from the underside of
the chair

5. (A) Fit the plate, pump, and base to the chair top (ensuring the
word 'FRONT' on the plate points towards the front of the chair.
(B/C) Lower the chair top and plate onto the pump shaft.

Pump
6. (A) Carefully re-fit the 4 screws and any spacers in the original

positions. Do not over-tighten. (B/C) Apply weight to the chair to
ensure the plate and pump fit tightly together.

“—— Collar

THE FOLLOWING INFORMATION RELATES TO ALL CHAIRS AND
= Base STOOLS IN THE REM PRODUCT RANGE
‘TIWashers

Moving the Chair
e (B/C) Avoid picking the chair up by the chair top only as the
chair top and pump have a tapered fit, the pump and base
could disconnect from the chair top and plate.

!. Bolt

o |f the chair is to be moved regularly it is highly recommended
that an extra bolt is fitted to mechanically connect the pump

Ensure the pump pedal IS fltted In and plate. Please contact REM for the bolt.
between tWO Iegs as ShOWﬂ. o Always ensure to lock the pump (lift the pedal up) before

moving the chair. Failure to do this could cause an air lock
and the pump to jam or damage the seals and lose hydraulic
fluid. This can usually be dispelled by putting as much weight
as possible on the chair, whilst the pump is operated
vigorously.

Cleaning:
e Wipe down upholstery and metal parts using a soft cloth and
using mild soapy water. (No scouring aids or chemically
o o damaging product should be used.) Dry and polish metal

: R parts using a suitable proprietary metal cleaner.
Floors:

o Some floor types can be permanently stained from rubber
based feet. Please check the guidelines from your flooring
manufacturer. A non-ruber alternative foot is available from
REM customer service on request.

DETAILED PRODUCT BOOKS FOR EACH CHAIR ARE AVAILABLE
ONLINE: www.rem.co.uk



