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REMMonobloc Mixing Valve Kit 04909 (es-202) Instruction

Technical Specifications

Testing pressure 15 bar

Cold water inlet blue dot right side

Hot water inlet red dot left side

Working limits according to UNI 10234 EN (817)

Pressure Min 0,5 bar Max 10 bar
Temperature Max 90°C.
Restrictions on usage recommended by EN 817 "for good operation” of the faucet:
Pressure Min. 1 bar Max. 5 bar
Temperature Max. 65°C
Notice

®  ltis necessary to rinse thoroughly all tubes of the installation in order to prevent small stones or filings from damaginthe mixers.
B |n case of working pressure of more than 5 bar it is recommended to install a pressure reducer
B i is also recommended to install a centralised filter in case of water containing impurities.
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IMPORTANT NOTICE
Salon owners should be advised to engage the services of a qualified plumber when installing wash points, not least, to ensure that there is
adequate mains water pressure available, particularly where 2 or more units are in operation.

Occasionally, in low water pressure areas, a pump may be required. As a guide the water pressure should be between 1.75 - 2.5 BAR equal
pressure per outlet.

OTHER NOTES
Ensure adequate Hot & Cold balanced supply to meet requirements of all units being fitted. Minimum 2.5 Bar per outlet
Pump(s) may be required in Low Pressure Areas.

Please ensure that the hose and handspray are tightened mechanically, by the use of plumbers grip or similar. REM
recommend the use of a sealant tape (such as PTFE tape) between the two components

Avoid use of detergents when cleaning leathercloths. (Soap and water should be adequate).

REM guarantee all Units against manufacturing fault only, for a period of twelve months.

The terms of this guarantee do not affect your Statutory Rights.



